
Sunroof Glass Panel Replacement  
 

Removal Procedure 

 

 

 
 

1. Pull back the sunshade.  
2. Set the sunroof in the closed position.  
3. From inside of the vehicle remove the 4 glass panel adjustment screws.  

4. From inside of the vehicle push up on the sunroof glass panel so that the glass panel 

can be grabbed and lifted from the roof opening.  
5. Remove the glass panel from the roof opening.  

 

Installation Procedure 

 



 

 
 

1. Ensure the glass panel mechanism is in the closed position.  

2. From outside the vehicle, carefully place the glass panel onto the mechanism.  
3. Loosely install the 4 adjustment screws.  

Important: Required position of the glass panel is when the front and rear of the 
sunroof glass panel is flushed with the roof panel.  

4. Align the glass panel.  
5. Inspect the operation of the sunroof.  

Sunroof Window Height and Opening Fit 

Adjustment  



 

 
 

1. In order to adjust the glass height, the sunroof glass must be in the zero (closed) 

position.  

Important: Do not remove the screws from the sunroof mechanism.  

2. Loosen the 4 adjustment screws  

 
 

3. Adjust the rear glass panel (1) so that it is flush with the roof panel (3), (0-2.0 mm 
(0.079 in) above 3).  

Tighten  
Tighten rear screws to 7 N·m (62 lb in). 



4. Adjust the front glass panel (2) so that it is flush with the roof panel (3), (0-2.0 mm 
(0.079 in) below 3).  

Tighten  
Tighten front screws to 7 N·m (62 lb in). 

 

Roof Drain Channel Replacement  
 

Removal Procedure 

 

 

 
 

1. Remove the sunroof glass panel.  

2. On one side of the drain channel (1), push the tab (3) rearwards and lift up the drain 
channel. Do the same for the other side.  

3. Slide the drain channel from the guide (2).  

 

Installation Procedure 

 



 

 
 

1. Slide the drain channel into the guide tab (2).  
2. Push on the drain channel (1) until it locks into place by the retainer (3). Do the 

same for the other side.  

3. Ensure both sides are properly seated in the guide.  
4. Install the sunroof glass panel. 

Sunroof Sunshade Replacement  
 

Removal Procedure 

 



 

 
 

1. Remove the glass panel.  

2. Remove the drain channel.  

3. With the sunshade (1) in the closed position, push front (either side) sunshade 

spring (glider) (2) inward and release glider from the track.  

Gently pull same corner of the sunshade outward and wiggle remaining gliders out of 

the track. 

 

Installation Procedure 

 



 

 
 

1. Install sunshade (1) and place both gliders on one side into track. Now compress one 

of the other gliders (2) inward and slide into track.  

Repeat this procedure for the last glider. 

2. With the sunshade in half open position, install the drain channel.  
3. Install the glass panel. Refer  

 

 


