
Removal

WARNING
WARNING: Before doing any of the work below,
read the information under Safety Precau-
tions 100. Failure to read the safety precautions,
and to be aware of the dangers involved when
working with refrigerant, could lead to serious
personal injury.

Whenever a refrigerant line is disconnected, replace
the rubber O-ring. Lubricate the new O-ring with min-
eral oil and apply Loctite® 242 or 592 to the male
fitting threads before connecting the lines.

1. Disconnect the batteries.

2. Remove the dash skirt panels.

2.1 On COEs, remove the screws securing
the dash skirt panels on the right side of
the cab. See Fig. 1.

2.2 On Conventionals, remove the screws
securing the dash skirt panels ( Fig. 2 ) on
the right side of the cab. Remove the five
fasteners that attach the two panels on
the right side of the electrical access
panel, then remove the panels. Remove

the three fasteners that attach the panel
on the left side of the electrical access
panel, then remove the panel. Loosen the
quarter-turn screws and remove the elec-
trical access panel.

Remove the six fasteners that attach the
electrical access panel support bracket to
the cab tunnel, then remove the bracket.

3. On Conventionals, remove these additional dash
panels.

3.1 Remove three capscrews under the cen-
ter dash console (above the electrical ac-
cess panel).

3.2 Remove the three screws that attach the
kick panel located just to the right of the
accelearator pedal. Remove the panel.

Move the wiring as needed to access and
remove the screw that secures the under
dash cover.

3.3 Remove the two bottom screws that at-
tach the heater and air conditioner control
panel to the dash.

3.4 Move the under dash panel to allow ac-
cess to the heater core cover.
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1. Right-Side Tunnel Cover
2. Right-Side Dash Skirt Panel

Fig. 1, COE Heater/Air-Conditioner Dash Skirt Panel
Screws
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Fig. 2, 120 Conventional Heater/Air-Conditioner Dash
Skirt Panel Screws
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3.5 Remove two screws inside the glove box
and remove the top panel from the as-
sembly. Remove the three nuts and
spring washers inside the box. Discon-
nect the two flex hoses from the ducts at
the back of the glove box.

Disconnect the blue air line from the air
cylinder at the back of the glove box. Re-
move the glove box.

4. Remove the screws from the heater/air-
conditioner core cover. Remove the cover.
See Fig. 3.

5. Remove the mastic insulating tape from around
the expansion valve.

6. Wearing protective goggles and gloves, recover
the refrigerant from the system. For instructions,
refer to Subject 250.

7. Using a wrench, disconnect the evaporator coil
lines from the expansion valve. Install plugs in
the lines and the expansion valve ports.

CAUTION
CAUTION: Water and dirt can damage the refrig-
erant system. Five minutes of not being capped
is the limit for any hose or component. Do not

blow shop air through the refrigerant hoses;
shop air is wet (humid).

8. Remove the thermostatic switch and sensor tube
from the evaporator coil.

WARNING
WARNING: Failure to wear protective gloves
could result in serious skin cuts due to the sharp
edges on the evaporator coil fins.

9. Wearing protective gloves, slide the evaporator
coil up and out of the housing.

Installation
1. Wearing protective gloves, slide the evaporator

coil into the housing.

2. Insert the thermostatic switch and sensor tube.
The tip of the sensor tube must be in direct con-
tact with a fin and be inserted at least 4 inches
(10 cm) into the evaporator.

3. Remove the plugs from the evaporator coil lines
and the expansion valve. Install new O-rings and
apply mineral oil to the threads and O-rings, and
connect the lines to the expansion valve. Using a
wrench, tighten the evaporator hoses 18 lbf·ft (24
N·m). Tighten the large hose to the compressor
24 lbf·ft (33 N·m); and tighten the small hose
from the receiver-drIer 12 lbf·ft (16 N·m).

4. Evacuate and charge the system with refrigerant.
Refer to Subject 250 for instructions. Be sure to
add refrigerant oil to the compressor to replace
that which is lost when the system is discharged;
refer to the applicable refrigerant compressor
section elsewhere in this group.

5. Wipe the expansion valve and refrigerant line
connections clean, and wrap them with mastic
insulating tape.

6. Install the heater core cover, and tighten the
screws securely.

7. Install the dash skirt panels.

7.1 On COEs, install the screws securing the
dash skirt panels on the right side of the
cab.

7.2 On Conventionals, position the electrical
access panel support bracket on the cab
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1. Heater Core Cover

Fig. 3, Remove the Screws from the Heater Core Cover
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tunnel, then install the six fasteners that
attach the bracket to the tunnel.

Position the two panels on the right side
of the electrical access panel, then install
the five fasteners that attach the panels.
Position the panel on the left side of the
electrical access panel, then install the
three fasteners that attach the panel. Po-
sition the electrical access panel, then
tighten the quarter-turn screws.

8. On Conventionals, install these additional dash
panels.

8.1 Connect the flex hoses to the ducts at the
back of the glove box assembly. Make
sure that the hoses are not twisted. Con-
nect the blue air line to the air cylinder at
the back of the glove box. Install the
glove box in the dash. Tighten the fasten-
ers until snug.

Install the top cover on the glove box as-
sembly.

8.2 Install the dash skirt panel on the right
side of the cab (below the glove box).

8.3 Install the two bottom screws that attach
the heater and air conditioner control
panel to the dash.

8.4 Move the wiring as needed to install the
screw that secures the under dash cover.

Position the kick panel located just to the
right of the accelearator pedal, then install
and tighten the three screws.

8.5 Install the three capscrews under the cen-
ter dash console (above the electrical ac-
cess panel).

9. Connect the batteries.
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