
Removal (Refer to Fig. 1 )

1. Remove the inner door handle assembly, window
regulator handle, door trim panel assembly, and
the door moulding and door moulding seal; re-
fer to Subject 130.

2. Lower the roll-up window. Loosen the six screws
in the window-channel seal. See Fig. 2 . Use
needle-nose pliers to remove the screws, and be
careful to keep them from falling down the win-
dow cavity.

3. Remove the two hexbolts attaching the channel
to the lower portion of the inner door panel.
See Fig. 3.

4. Pull the upper portion of the channel toward the
inside until it is clear of the top of the door frame.

CAUTION
CAUTION: Failure to wear rubber gripper gloves
while removing the window glass from the door
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NOTE: Interior door trim panel,
inner door handle assembly, and
door moulding are not shown.
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could result in the glass slipping out of your
hands and breaking.

IMPORTANT: Wear rubber gripper gloves when
removing the window glass. Usually, service op-
erations performed on the door will be done
while the door is in a vertical position (that is,
attached to the vehicle). Because of this, you
will need a secure grip when handling the glass.

5. Place the window regulator handle on the splined
shaft, and raise the window in the channel.
Grasp the glass securely, and pull it up and in
while cranking the window glass and channel out
of the door. See Fig. 4 . Stop cranking when the
window regulator roller reaches the end of the
glass-lift support roller guide.

6. Carefully remove the glass and channel assem-
bly. Leave the regulator roller arm in a vertical
position.

7. Remove the window seal by pulling it off of the
window opening flange.

Installation (Refer to Fig. 1 )

1. Inspect the window channel seal, door moulding
seal, and window seal for deterioration or dam-
age; replace them if needed.

2. Install the window seal as shown in Fig. 5 , by
working it onto the flange of the window opening
so its seal brush is at the bottom of the opening.

CAUTION
CAUTION: Incorrect positioning of the cushion in
the glass-lift support can cause the glass to con-
tact the metal, which may crack the glass.

3. Check the position of the window glass cushion
in the glass-lift support. See Fig. 6 . The cushion
must be centered in the support, with equal
lengths of cushion extending beyond the ends of
the support.
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Then check the position of the glass-lift support
on the window glass. See Fig. 6 . The lowest
corner of the support roller guide must be 141.0
mm (5-9/16 in) back from the lower front corner
of the window glass.

4. Clean and lubricate the window regulator roller
and the roller guide on the glass-lift support.

5. Place the regulator roller arm in a vertical posi-
tion. Loosen the four regulator assembly mount-
ing screws. See Fig. 7 .

IMPORTANT: Wear rubber gripper gloves when
installing the window glass. Usually, service op-
erations performed on the door will be done
while the door is in a vertical position (that is,
attached to the vehicle). Because of this, you
will need a secure grip when handling the glass.

CAUTION
CAUTION: Failure to wear rubber gripper gloves
while installing the window glass in the door
could result in the glass slipping out of your
hands and breaking.

6. Grasp the glass securely, and lower the window
glass and channel assembly into the door. Con-
tinue to lower the assembly until the regulator
roller can be installed in the roller guide of the
glass-lift support.

7. Place the regulator handle on the splined shaft,
and slowly crank the glass down into the chan-
nel. Push the upper portion of the channel firmly
into the window opening until it seats.

8. Install the two hexbolts attaching the channel to
the lower portion of the inner door panel; don’t
fully tighten them at this time. See Fig. 3 .

Install and tighten the six screws in the upper
channel seal. See Fig. 2. The screw heads must
not stick out into the channel. Fully tighten the
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Fig. 4
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regulator screws, then tighten the two channel
hexbolts 18 N·m (13 lbf·ft).

NOTE: Roll the window up and down a couple
of times before fully tightening the channel
screws and window regulator screws. This will
help to align the window in the tracks.

9. Install the inner door handle assembly, window
regulator handle, door trim panel assembly, and
the door moulding and door moulding seal; re-
fer to Subject 130.
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