
Disassembly and Assembly
235 EXCAVATOR VEHICLE SYSTEMS

Parking Brakes

Remove Parking Brakes

start by:

a) remove track motors

1. Disconnect oil line (2) from housing.

2. Fasten a hoist and remove bolts (1) from housing (3) evenly.

NOTICE

Housing (3) has spring force against it. Bolts (1) must be removed
evenly.

3. Remove housing and piston as a unit. Weight is 80 lb. (36 kg).



4. Remove bolts (4) from adapter.

5. Remove adapter, shaft and plates as a unit from the final drive.

Install Parking Brakes

1. Install adapter (1), shaft (2) and plates on final drive.

NOTE: The threaded 5/8" holes in outside diameter of adapter is for the guard and must be down
when installed.

2. Fasten a hoist and install housing and piston as a unit on adapter. Install the bolts (3) and tighten
evenly to compress the spring inside the brake.

3. Connect oil line (4) to housing.

end by:

a) install track motors



Disassemble Parking Brakes

start by:

a) remove parking brakes

1. Remove lockwire (1) and bolts (2) from washer.

2. Remove washer (3) from housing.

3. Put housing in position on two blocks with the head down.

4. Push piston (4) down to get clearance for the removal of snap ring.

5. Remove snap ring (5) with tool (A).



6. Remove housing from head (6).

7. Remove two retainers (7) and two springs (8) from head.

8. Turn the housing over and remove head (9) from housing.

9. Remove two lip-type seals (10) and (11) from housing.

10. Remove O-ring seals (12) and (13) from shaft and adapter.

11. Remove shaft, plates and discs as a unit from adapter.



12. Remove discs and plates (15) from shaft (14). Check the discs and plate for wear and make
replacement as needed.

Assemble Parking Brakes

1. Put adapter (1) on two blocks as shown.

2. Put the shaft (3) in position in the center of adapter.

NOTE: Put SAE 50 oil on the plates and discs before assembly.

3. Install the plates and discs in the adapter, starting with a plate and ending with a plate.

4. Install O-ring seals (2) and (4) on shaft and adapter.



5. Install two retainers (6) and two springs (5) on head.

NOTE: The springs must be installed so the outer edge makes contact when installed.

6. Install lip-type seals (7) and (8) in housing. The lip of the seals must be toward each other.

7. Put the head on blocks and install housing on head.

8. Put SAE 10 hydraulic oil on lip of the two seals.

9. Put the piston (9) into position in housing. Use a soft hammer to get the piston into the correct
position in housing.



10. Install snap ring on head with tool (A).

11. Install washer (10) and four bolts (12).

12. Install lockwire (11) on the four bolts.

13. Connect shop air to inlet fitting (13) and check for leak in the piston seals. If the seals have been
damaged during assembly, there will be excess air leak between piston and housing.

end by:

a) install parking brakes


