
Removing and installing front door panel  
 

Technical values  

 

 

 

Preliminary work  

1. Remove strip for door panel  

2. Remove handle.  

Removing front door panel  
 

Information  
 

Some of the repair illustrations show only one side of the vehicle. Naturally, some steps also 

have to be performed on the opposite side of the vehicle as well. These must be carried out as a 

mirror image of the steps shown. 

1. Pull the door opener and unclip the cover for the door opener -1- using a plastic wedge. 

 

 

 

Unclipping cover for door opener 

2. Unscrew fastening screws -2 and 3- from the door panel. 



 

 

 

Removing door panel 

3. Unclip door panel at the bottom and swivel it out in the sealing channel at the top. 

 

 

 

Swivelling out door panel 

4. Release and pull off electric plug connection on the door wire harness. 



 

 

 

Pulling off electric plug connection on door wire harness 

5. Pull off electric plug connection on door control unit. 

 

 

 

Pulling off electric plug connection on door control unit 

5.1. Release electric plug connection on door control unit -a- . 

5.2. Swivel securing clip -4- forward by 90°-A- and pull electric plug connection off the door 

control unit -B- . 



6. Pull electric plug connection off the mid-range loudspeaker. 

 

 

 

Pulling electric plug connection off mid-range loudspeaker 

7. Disengage cable for door opener. 

 

 

 

Removing cable for door opener 

7.1. Spread locking lugs outwards. 



7.2. Guide cable back out of the guide. 

7.3. Swivel cable in direction of arrow until the driver at the front is free. 

7.4. Remove the driver from the door opener. 

8. Remove door panel. 

Installing front door panel  

1. The front door panel is installed in reverse order to removal.  

2. Tighten fastening screw on door panel to => Tightening torque: 4.5 Nm (3 ftlb.) .  

3. Tighten fastening screw on bottom of door panel to => Tightening torque: 2 Nm (1.5 

ftlb.) . 

 


