
 

Ignition and Start Switch Replacement  
 

Removal Procedure 

 

1. Disconnect the negative battery cable.  

 

2. With a small flat-bladed tool remove the ignition switch trim 
ring from ignition switch.  

3. Remove the accessory trim plate from around the Radio. It 
will pull straight off. 

4. Remove the instrument cluster trim plate from the IP carrier 
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Remove the screws (5) from the cluster trim plate (1).  

Gently pry out the cluster trim plate (1).  

Disconnect the electrical connector (3) from the instrument 
panel lamp dimmer .  

Disconnect the hazard warning switch (4).  

Remove the cluster trim plate (1).  

 

5. Remove the instrument panel cluster from the IP carrier. It 

is Held in with 4 screws. Remove the screws and pull the 



cluster from the bottom and then you can get to the 
connector for the cluster.  

 
 

6. Remove the ignition switch bolts from the ignition switch.  

 
 

7. Disconnect the electrical connectors from the ignition switch.  
8. Insert the key into the ignition switch lock cylinder. Rotate 

the key to the "ON" position.  
 



 
 

9. Depress the transaxle park/lock cable retainer to release, 
then pull to remove the park/lock cable from the ignition 
switch.  



 
 

10. Press the ignition switch lock cylinder release plunger. 
The release plunger is located at the four o'clock position on 
the ignition switch housing.  

11. Use the key in order to pull the ignition switch lock 
cylinder from the ignition switch housing.  



 

 
12. Disconnect the Pass Key electrical connector from the 

ignition switch housing.  
13. Remove the ignition switch from the vehicle.  

 

Installation Procedure 
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1. Install the ignition switch to the vehicle.  
2. Connect the Pass Key electrical connector to the ignition 

switch housing.  

 
 

3. Use the key in order to install the ignition switch lock cylinder to the ignition switch 

housing.  



4.  

 
 

5. Connect the park lock cable to the ignition switch housing.  
6. Connect the electrical connectors to the ignition switch.  

 
 

7. Install the ignition switch housing to the IP carrier.  
8. Install the ignition switch bolts.  

Tighten  
Tighten the ignition switch bolts to 2 N·m (18 lb in). 

9. Install the instrument panel cluster to the IP carrier.   

10. Install the instrument panel cluster trim plate to the IP carrier 

11. Install the accessory trim plate to the IP carrier 

12. Install the ignition switch trim ring to the ignition switch.  



13. Connect the negative battery cable.  


