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Housing Assembly HVAC: Service and Repair

Heater-A/C Housing Disassembly and Assembly

Fig 36  Heater & A/C Housing Replacement

Lower Heater -- A/C Housing

Upper Heater -- A/C Housing

NOTE:  The heater-A/C housing assembly must be removed from the vehicle and the two halves of the housing separated for service access of the 
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heater core, evaporator coil, blend-air door, and each of the various mode control doors.  See: Heater - A/C Housing Removal and Installation

WARNING: Refer to Air Bags before attempting Steering Wheel, Steering Column, or Instrument Panel component diagnosis or service.
Failure to take the proper precautions could result in accidental air bag deployment and possible personal injury.

DISASSEMBLY
1. Disengage the heater-A/C wiring and high speed blower motor relay connector retainers from their mounting holes in the heater-A/C housing.
2. Unplug the vacuum harness connectors at the recirculation air door and floor door actuators.
3. Remove the three screws securing the blower motor and wheel unit to the heater-A/C housing.
4. Unplug the blower motor wire connector and remove the blower motor and wheel from the heater- A/C housing.
5. Remove the screws and snap clips holding the upper and lower heater-A/C housing halves together.
6. Separate the upper heater-A/C housing half from the lower half.

ASSEMBLY
1. Assemble the upper heater-A/C housing half to the lower half. Be certain that the upper blend-air door pivot is engaged in its hole in the upper

housing half.
2. Install the screws and snap clips holding the upper and lower heater-A/C housing halves together.
3. Plug the blower motor wire connector into the heater-A/C wire harness and install the blower motor and wheel into the heater-A/C housing.
4. Install the three screws securing the blower motor and wheel unit to the heater-A/C housing.
5. Plug in the vacuum harness connectors at the recirculation air door and floor door actuators.
6. Engage the heater-A/C wiring and high speed blower motor relay connector retainers with their mounting holes in the heater-A/C housing.

Heater - A/C Housing Removal and Installation

Fig 36  Heater & A/C Housing Replacement

NOTE:  The heater-A/C housing assembly must be removed from the vehicle and the two halves of the housing separated for service access of the 
heater core, evaporator coil, blend-air door, and each of the various mode control doors.

WARNING: Refer to Air Bags before attempting Steering Wheel, Steering Column, or Instrument Panel component diagnosis or service.
Failure to take the proper precautions could result in accidental air bag deployment and possible personal injury.

REMOVAL
1. Disconnect and isolate the battery negative cable.
2. Remove the instrument panel assembly.  See: Instrument Panel, Gauges and Warning Indicators/Instrument Cluster / Carrier/Service and Repair
3. If the vehicle is not equipped with air conditioning, go to Step 5. If the vehicle is equipped with air conditioning, recover the refrigerant from the

refrigerant system.
4. Disconnect the refrigerant lines from the evaporator tubes. Install plugs in, or tape over all of the open refrigerant fittings.
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5. Drain the cooling system.
6. Disconnect the heater hoses from the heater core tubes.
7. Disconnect the heater-A/C system vacuum supply line from the tee fitting near the heater core tubes.
8. Remove the five heater-A/C housing mounting nuts from the studs on the engine compartment side of the dash panel. Loosen the battery hold-

downs and reposition the battery for access, if required.
9. Remove the cowl plenum drain tube from the stud directly behind the engine.

10. Remove one screw securing the heater-A/C housing to the bracket on the dash panel.
11. Pull the heater-A/C housing rearward and down far enough for the mounting studs to clear the dash panel holes and the housing to clear the

defrost / demist and fresh air ducts.
12. Remove the heater-A/C housing from the vehicle.

INSTALLATION
1. Position the heater-A/C housing to the dash panel. Be sure the drain tube is installed through the dash panel drain hole and that the defrost/demist

and fresh air ducts are in their proper positions.
2. Install the one mounting screw to secure the heater-A/C housing to the dash panel bracket.
3. Install the cowl drain tube onto the stud located directly behind the engine.
4. Install the five nuts to the mounting studs on the engine compartment side of the dash panel. If the battery was repositioned during the removal

procedure, position the battery and tighten the hold- downs.
5. Connect the heater-A/C system vacuum supply tube to the tee fitting near the heater core tubes.
6. Connect the heater hoses to the heater core tubes.
7. Unplug or remove the tape from the refrigerant fittings, and connect the refrigerant lines to the evaporator tubes.
8. Install the instrument panel assembly.  See: Instrument Panel, Gauges and Warning Indicators/Instrument Cluster / Carrier/Service and Repair
9. Connect the battery negative cable.

10. Fill the cooling system.
11. Evacuate and charge the refrigerant system.
12. Start the vehicle and check for proper operation of the heating and air conditioning systems.


