
To Set The Time Of Day

Step 1 Make sure all oven controls are turned off.

Step 2 Check the electricity supply to the cooker is 
turned on.

Step 3 When switched on, the display will show 0.00 
and Auto flashing intermittently.

Step 4 Press and hold the ‘Stop Time’ and ‘Cook
Period’ buttons together.

At the same time press either the ‘+’ or ‘-’ buttons to 
set the correct time of the day.

The time of day is now set.

To Set Timer To Switch OFF Automatically

To cook immediately for a chosen period before the oven switches OFF automatically.

Step 1 Ensure that the time of day is set correctly.

Step 2 Place the food onto the correct shelf position in the oven.

Step 3 Turn the oven control to the required temperature.  The oven should now be operating.

Step 4 Press and release the ‘Cook Period’ button.
The display will read 0.00 with the cookpot lit.

Within 2 seconds press and hold the ‘+’ button 
until the required cooking period is set.

Adjustment can be made by pressing the ‘-’ button.

Step 5 Turn OFF the oven control.

Step 6 Press the manual button to cancel the bleeping
(if 2 minutes has not elapsed).
Press the Manual button again to return the oven to 
Manual Operation.

The timer display will revert to the time of day 
with the Auto symbol lit.

At the end of the cooking period, the Auto 
symbol will flash and an intermittent bleeping 
sound will be heard.  This will continue for 
approximately 2 minutes unless the timer is 
reset within this period.  See Step 6.
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To Set Timer To Switch ON and OFF Automatically

This allows you to cook at a specified time for a chosen period before the oven switches OFF 
automatically.

Step 1 Ensure that the time of day is set correctly.

Step 2 Place the food onto the correct shelf position in the oven.

Step 3 Press and release the ‘Cook Period’ button.
The display will read 0.00 with the cookpot lit.
(Example shows period of 1hr 20 mins)
Within 2 seconds press and hold the ‘+’ button 
until the required cooking period is set.

Adjustment can be made by pressing the ‘-’ button.

Step 4 Press and release the ‘Stop Time’ button.  The 
display will read 0.00 with the cookpot lit.

Within 2 seconds press and hold the ‘+’ button to 
set the time you require the food to be ready.

Adjustment can be made by pressing the ‘-’ button.

The timer display will revert to the time of day 
with the Auto symbol  lit.

Step 5 Turn the oven control to the required temperature.
The oven will switch on late in the day for the 
cooking period required and will cut off 
automatically at the stop time setting.

At the end of the cooking period the Auto symbol will flash and an intermittent bleeping sound will 
be heard.  This will continue for approximately 2 minutes unless the timer is reset within the period.  
See Step 7.
The oven will no longer operate until the timer has been reset to Manual Operation.

Step 6 Turn off the oven control.

Step 7 Press the ‘Manual’ button to cancel the bleeping 
sound (if 2 minutes has not elapsed).

Press the ‘Manual’ button again to return the oven 
to Manual Operation.

Other Notes On Timer Operation

1. When cooking Automatically, the cook period can be checked at any time simply by pressing 
the cook period button.

2. When cooking Automatically, the stop time can be checked at any time by simply pressing the 
‘Stop Time’ button.  This can also be altered at any time b y following Step 4 above.

3. Having set a cooking period and stop time, an electronic device stores the information.  
The device within the timer will switch the oven on at the required start time.                
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Other Notes on Timer Operation continued

4. If a mistake is made and is not readily rectified, alter the cook period to show
as per Step 3 above, then press the ‘Manual’ button and start the sequence
again.  See also Step 7 on Page 18.

5. After an Automatic sequence, the bleeping sound could also be switched off by pressing any of 
the ‘Minute Minder’, ‘Cook Period’ or ‘Stop Time’ buttons.
However, the cooker cannot be reused until the timer has been set up to Manual Operation.  
This is achieved by pressing the ‘Manual’ button.  See Step 7 on Page 18.

6. If at any time the display shows 0.00 flashing, it is likely that the electricity supply has been 
interrupted.  Reset the timer to the correct time of the day.
Food in the oven may therefore not have been cooked.  Before serving check that the food is 
thoroughly cooked.

7. To give yourself more time to set each function, press and hold the required function and at the 
same time press the ‘+’ or ‘-’ button.

NOTE: - Between the hours of 10.00 pm and 6.00 am, the intensity of the display reduces.

To Set the Minute Minder

Step 1 Ensure that the time of day is set correctly.

Step 2 Press and release the Minute Minder button.
Within 5 seconds press and hold the ‘+’ button until 
the required time is set.  A bell symbol will light up.

This can be adjusted by pressing the ‘-’ button.

The timer will then revert back to the time of day.

At the end of the set time a bleeping sound 
will be heard and the bell symbol will flash.

This can be cancelled by pressing the ‘Minute 
Minder’ button.

NOTE: - If necessary the Minute Minder can be cancelled before the tone sounds by pressing the 
‘Minute Minder’ button and then pressing the ‘-’ button until 0.00 appears in the display window.
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