
2004 TSX - HID (High Intensity Discharge) Bulb Replacement 
 

 

A transient high tension (25,000 V) occurs at the bulb sockets of 
the high intensity discharge (HID) lamps when the combination 
light switch is turned ON, it may cause serious electrical shock or 
electrocution if you do not observe the cautions below. 







1. Make sure you have the anti-theft codes for the audio system and the navigation system (if equipped), then write down the audio presets. 

2. Turn the combination light switch OFF. 

3. Disconnect the battery negative cable, then disconnect the positive cable. 

4. Remove the battery. 

5. Remove the TORX bolt using a tamper-proof TORX T20 bit. 

6. Turn the cover (A) 45 º counterclockwise to remove it from the headlight assembly. 



 
 



 
7. Turn the socket (A) 45 º counterclockwise to remove it from the bulb (B). 

8. Pull the retaining spring (C) away from the bulb then remove the bulb. 

 

9. Install the new bulb in the reverse order of removal, make sure the notches in the bulb align with the tabs in the headlight. 

10. After reconnecting the battery, enter the anti-theft codes for the audio system and the navigation system (if equipped), then enter the audio presets. Set the clock 
(on vehicle without navigation). 

 

Headlight (low beam): 35 W 







2004 TSX - Front Bumper Removal/Installation 

'04-05 Models 

NOTE: 

Have an assistant help you when removing and installing the front bumper. 

Take care not to scratch the front bumper and body. 

Put on gloves to protect your hands. 

1. Remove the front bumper as shown. 

2. Install the bumper in the reverse order of removal, and note these items: 

Check if the clips are damaged or stress-whitened, and if necessary, replace them with new ones. 

Make sure the front bumper engages the hooks of the side spacers and upper beams on both sides securely. 







2004 TSX - Headlight Replacement 
1. Remove the front bumper. 

2. Remove the connectors (A) from the headlight assembly (B). 

3. Remove the four mounting bolts and the harness clip, then remove the headlight. 

4. Remove the bolt and the corner upper beam (C) from the headlight. 

5. Install the headlight in the reverse order of removal. 

6. After replacement, adjust the headlights to local requirement. 

 







2004 TSX - HID (High Intensity Discharge) Unit Replacement 
1. Make sure you have the anti-theft codes for the audio system and the navigation system (if equipped), then write down the audio presets. 

2. Turn the combination light switch OFF. 

3. Disconnect the battery negative cable, then disconnect the positive cable. 

4. Remove the headlight assembly. 

5. Remove the bulb socket from the HID bulb. 

6. Remove the three mounting screws and the HID unit. 

7. Install in the reverse order of removal. 

8. Enter the anti-theft codes for the audio system and the navigation system (if equipped), then enter the audio presents. Set the clock (on vehicles without 
navigation). 
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