
Oil Pan 

 

Removal 

1. Remove the three way catalytic converter (TWC) (5E212). For additional information, refer to Section 309-00. 

2. Remove the oil pan drain plug and drain the oil from the engine. 

3. Remove the (A) bolts and remove the (B) TWC to oil pan bracket. 

 

4. NOTE: Remove the bolts evenly and sequentially. 

Remove the ten bolts and remove the oil pan (6675) and oil pan gasket (6710). Discard the gasket. 

 

Installation 

1.  CAUTION: Do not use abrasive grinding discs to remove gasket material; use only manual scrapers. Do not scratch or gouge aluminum sealing 
surfaces. 

Clean and inspect the mounting faces of both of the oil pan and the cylinder block. To remove all traces of previous sealer, use solvent to clean the cylinder block 
and oil pump. Both surfaces must be flat, clean, and dry. 

2. NOTE: Install the oil pan within four minutes after the sealer is applied. 

Apply silicone gasket and sealant approximately 3.0 mm (0.125 in) wide at the oil pump (6600) to cylinder block joints and the crankshaft rear oil seal retainer to 
cylinder block joints. 

3. NOTE: Make sure the press fit tabs are fully engaged in the oil pan gasket channel when installing the oil pan gasket and oil pan. 

Install the oil pan gasket in the oil pan. 

4. NOTE: Align the rear of the oil pan with the cylinder block (6010) using a straight edge. 

Install the oil pan. Tighten the bolts in the sequence shown. 

SECTION 303-01A: Engine — 2.0L SPI 2002 Escort Workshop Manual 

IN-VEHICLE REPAIR Procedure revision date: 05/22/2001

Material

Item Specification

Silicone Gasket and Sealant 
F7AZ-19554-EA or equivalent

WSE-M4G323-A4

Super Premium SAE 5W-20 Motor Oil 
XO-5W20-QSP or equivalent

WSS-M2C153-H
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5. Install the TWC to oil pan bracket. 

 

6. Install the TWC. For additional information, refer to Section 309-00. 

7. Install the oil pan drain plug (6730). 

 

8. Lower the vehicle. 

9. Fill the engine with clean engine oil. 

10. Start the engine and check for oil leaks. 
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