**4WD FLOOR SHIFT BOOT** (Continued)

**InstalAtion**

1. Position the shift boot over the shifter lever fully seat onto the console.
2. Install the shifter knob and nut and tighten to 27 N·m (20 ft. lbs.).
3. Position the insert and seat into the knob fully.

**Fig. 1 Shifter Boot**

1 - CONSOLE
2 - SHIFTER KNOB
3 - SHIFTER BOOT

**A-PILLAR TRIM/GRAB HANDLE**

**Removal**

1. Open the trim plugs and remove the bolts. (Fig. 3)
2. Remove the a-pillar trim/grab handle from the a-pillar.

**Fig. 2 Shifter Knob**

1 - SHIFTER KNOB
2 - INSERT
3 - NUT

**Installation**

1. Position the bottom a-pillar locating tabs and install the a-pillar trim.
2. Install the bolts and tighten to 6 N·m (55 in. lbs.).
3. Close the trim plugs.

**Fig. 3 A-Pillar Trim/Grab Handle**

1 - A-PILLAR
2 - A-PILLAR TRIM
3 - TRIM PLUG
4 - BOLTS (2)

**B-PILLAR LOWER TRIM**

**Removal**

1. Remove the upper b-pillar trim. (Refer to 23 - BODY, INTERIOR, B-PILLAR UPPER TRIM - REMOVAL)
2. Remove the cowl trim. (Refer to 23 - BODY, INTERIOR, COWL TRIM - REMOVAL)

**Standard Cab**

1. Remove the shoulder belt anchor bolt.
2. Using a trim stick C-4755 or equivalent, remove the lower b-pillar trim. (Fig. 4)

**Quad Cab**

1. Remove the rear door sill trim. (Refer to 23 - BODY, INTERIOR, REAR DOOR SILL TRIM COVER - REMOVAL)
2. Using a trim stick C-4755 or equivalent, remove the lower b-pillar trim.
B-PILLAR LOWER TRIM (Continued)

(3) Pull seat belt out of the trim panel through the slot provided. (Fig. 5)

**INSTALLATION**

**QUAD CAB**
(1) Route the shoulder belt through the slot in the trim.
(2) Position the trim and seat the attachment clips fully.
(3) Install the rear door sill trim. (Refer to 23 - BODY/INTERIOR/DOOR SILL TRIM COVER - INSTALLATION)

**STANDARD CAB**
(1) Position the trim and seat the attachment clips fully.
(2) Install the seat belt anchor and bolt and tighten to 40 N·m (30 ft. lbs.).

**BOTH BODY STYLES**
(1) Install the cowl trim. (Refer to 23 - BODY/INTERIOR/COWL TRIM - INSTALLATION)
(2) Install the upper b-pillar trim. (Refer to 23 - BODY/INTERIOR/B-PILLAR UPPER TRIM - INSTALLATION)

**B-PILLAR UPPER TRIM**

**REMOVAL**
(1) Remove the seat belt turning loop. (Refer to 8 - ELECTRICAL/RESTRAINTS/SEAT BELT TURNING LOOP ADJUSTER - REMOVAL)
(2) Open the trim plugs and remove the grab handle bolts, if equipped. (Fig. 6)
(3) Using a trim stick C-4755 or equivalent, remove the upper b-pillar trim. (Fig. 7) or (Fig. 8)

**INSTALLATION**
(1) Position the upper b-pillar trim and seat the attachment clips fully.
(2) Install the grab handle bolts and tighten to 6 N·m (55 in. lbs.).
(3) Close the grab handle trim plugs.
(4) Install the seat belt turning loop. (Refer to 8 - ELECTRICAL/RESTRAINTS/SEAT BELT TURNING LOOP ADJUSTER - INSTALLATION)
CARPETS AND FLOOR MATS

REMOVAL

(1) Remove the front seats. (Refer to 23 - BODY/SEATS/SEAT - FRONT - REMOVAL)
(2) Remove the rear seats, if equipped. (Refer to 23 - BODY/SEATS/SEAT - REAR - REMOVAL)
(3) Remove the floor console, if equipped. (Refer to 23 - BODY/INTERIOR/FLOOR CONSOLE - REMOVAL)
(4) Remove the lower b-pillar trim. (Refer to 23 - BODY/INTERIOR/B-PILLAR LOWER TRIM - REMOVAL)
(5) Using a trim stick C-4755 or equivalent, remove the rear cup holder, if equipped.
(6) Remove the jack assembly.
(7) Remove the carpet.

INSTALLATION

(1) Install the carpet.
(2) Install the jack assembly.
(3) Install the rear cup holder, if equipped.
(4) Install the lower b-pillar trim. (Refer to 23 - BODY/INTERIOR/B-PILLAR LOWER TRIM - INSTALLATION)
(5) Install the floor console, if equipped. (Refer to 23 - BODY/INTERIOR/FLOOR CONSOLE - INSTALLATION)
(6) Install the rear seats, if equipped. (Refer to 23 - BODY/SEATS/SEAT - REAR - INSTALLATION)
(7) Install the front seats. (Refer to 23 - BODY/SEATS/SEAT - FRONT - INSTALLATION)
COAT HOOK

REMOVAL
(1) Using a trim stick C-4755 or equivalent, pry down the release clip and remove the hook. (Fig. 9)

INSTALLATION
(1) Snap the coat hook into the sheet metal and seat the base of the coat hook fully.
(2) Push the upper portion in until it snaps or seats to the base.

COWL TRIM

REMOVAL
(1) Using a trim stick C-4755 or equivalent, remove the cowl trim panel. (Fig. 10)

INSTALLATION
(1) Position the cowl trim and seat the attachment clips fully.

C-PILLAR LOWER TRIM

REMOVAL
(1) Remove the upper c-pillar trim. (Refer to 23 - BODY/INTERIOR/C-PILLAR TRIM - REMOVAL)
(2) Remove the seat belt anchor bolt. (Fig. 11)
(3) Using a trim stick C-4755 or equivalent, remove the lower c-pillar trim.
(4) Pull seat belt out of the trim panel through the slot provided.

Fig. 9 COAT HOOK
1 - COAT HOOK
2 - RELEASE CLIP
3 - HEADLINER

Fig. 10 COWL/SILL TRIM PANEL
1 - COWL TRIM PANEL
2 - CLIP INSERTS
3 - DOOR SILL

Fig. 11 C-PILLAR TRIM
1 - C-PILLAR
2 - UPPER C-PILLAR TRIM
3 - SEAT BELT TURNING LOOP
4 - LOWER C-PILLAR TRIM
5 - SEAT BELT
6 - SEAT BELT ANCHOR
C-PILLAR LOWER TRIM (Continued)

INSTALLATION

(1) Route the shoulder belt through the slot in the trim.
(2) Position the trim and seat the attachment clips fully.
(3) Install the seat belt anchor bolt and tighten to 40 N·m (30 ft. lbs.).
(4) Install the upper c-pillar trim. (Refer to 23 - BODY/INTERIOR/C-PILLAR UPPER TRIM - INSTALLATION)

C-PILLAR UPPER TRIM

REMOVAL

(1) Remove the seat belt turning loop. (Refer to 8 - ELECTRICAL/RESTRAINTS/SEAT BELT TURNING LOOP ADJUSTER - REMOVAL)
(2) Using a trim stick C-4755 or equivalent, remove the upper c-pillar trim. (Fig. 11)

INSTALLATION

(1) Position the upper c-pillar trim and seat the attachment clips fully.
(2) Install the seat belt turning loop. (Refer to 8 - ELECTRICAL/RESTRAINTS/SEAT BELT TURNING LOOP ADJUSTER - INSTALLATION)

FLOOR CONSOLE

REMOVAL

(1) Remove the 4WD shifter boot. (Refer to 23 - BODY/INTERIOR/4WD FLOOR SHIFT BOOT - REMOVAL)
(2) Using a trim stick C-4755 or equivalent, pry up the transmission shifter boot from the console.
(3) Remove the transmission shifter extension.
(4) Remove the console inserts. (Fig. 12)
(5) Remove and discard the three bolts. (Fig. 13)
(6) Lift up on the back and remove the console.

INSTALLATION

(1) Position the front of the console up under the instrument panel.
(2) Lower the back of the console and install three new screws.
(3) Install the inserts.
(4) Install the transmission shifter extension.
(5) Position the transmission shifter boot in place and seat the attachment clips fully.
(6) Install the 4WD shifter boot. (Refer to 23 - BODY/INTERIOR/4WD FLOOR SHIFT BOOT - INSTALLATION)

Fig. 12 FLOOR CONSOLE INSERTS
1 - BIN PAD INSERT
2 - STORAGE BIN/SHIFT BOOT
3 - CUP HOLDER INSERT
4 - FLOOR CONSOLE

Fig. 13 FLOOR CONSOLE
1 - INSTRUMENT PANEL
2 - FLOOR CONSOLE
3 - BOLTS (3)
4 - SHIFTER LEVER