
TROUBLE SHOOTING 

ANTI-LOCK (ABS) WARNING LIGHT 

Diagnostic Trouble Code (DTC) Recognition 

1. ABS control unit recognizes system related problems and causes ABS warning light to come on and stay 
on under any of following conditions: 

Vehicle is driven with parking brake on longer than 30 seconds.  
One rear wheel is locked.  
Wheel speed sensor does not transmit a signal.  
Vehicle is driven on extremely rough road.  
Low battery voltage.  
Operation time of solenoid valves exceeds a specified value and control unit indicates an open 
circuit in solenoid circuit.  
Output signals from control unit are not transmitted to solenoid valves.  
Temporary loss of traction due to excessive cornering speed or starting from stuck condition (mud, 
snow or sand).  

2. If ABS warning light comes on intermittently, use ABS Tester (07HAJ-SG0010B) to confirm problem. 
See ABS FUNCTION TEST under DIAGNOSIS & TESTING.  

3. ABS warning light comes on and trouble code is stored in control unit when insufficient battery voltage 
exists at control unit. If low battery voltage caused problem, recharge battery and clear trouble code(s). 
See CLEARING DTCs under SELF-DIAGNOSTICS.  

ABS Warning Light Does Not Come On 

If ABS warning light does not come on when ignition is on: 

Check bulb.  
Check Yellow wire between fuse No. 1 and instrument cluster.  
Check Blue/White wire between instrument cluster and control unit.  
Check control unit ground circuit.  

ABS Warning Light Stays On Without DTCs 

If ABS warning light stays on and no DTCs have been stored in control unit, check for following items: 

Loose or poor control unit connector.  
Blown ABS fuse No. B2 in underhood fuse/relay box.  
Open circuit in White/Black wire between ABS fuse No. B2 and control unit.  
Open circuit in Yellow/Black wire between fuse No. 7 and fail-safe relays. 

NOTE: ABS system is okay if ABS warning light goes out after engine is started.
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Short circuit in Blue/White wire between instrument cluster and control unit.  
Open circuit in White/Blue wire between alternator and control unit.  

If problem cannot be found, substitute a known good control unit, and retest. 

ABS Warning Light Stays On With DTCs 

Turn ignition on. Ensure ABS warning light comes on. Start engine and observe ABS warning light. If ABS 
warning light stays on, retrieve and record trouble codes. See RETRIEVING DIAGNOSTIC TROUBLE 
CODES under SELF-DIAGNOSTICS. If ABS warning light goes out after engine starts, ABS system is okay. 

DIAGNOSIS & TESTING 

ABS FUNCTION TEST 

Preliminary Procedure 

Confirm ABS warning light indicates system malfunction. See ANTI-LOCK (ABS) WARNING LIGHT 
under TROUBLE SHOOTING. Park vehicle on level surface. Block wheels, and put automatic transmission in 
Park or manual transmission in Neutral. 

Testing 

1. With ignition off, connect manufacturers ALB Checker (07HAJ-SG0010B) or ABS Tester to 6-pin test 
connector, located behind glove box. Start engine. Release parking brake. Place mode selector to "1" 
position. Push START TEST button. See Fig. 3 . TEST IN PROGRESS light should come on. Within 1-2 
seconds, all 4 monitor lights should come on. If tester lights do not illuminate, ABS tester is faulty. 

WARNING: DO NOT drive vehicle with ABS tester connected to vehicle, or brake 
system failure may occur.

CAUTION: DO NOT move mode selector switch while TEST IN PROGRESS light is on.
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Fig. 3: Identifying ABS Tester Lights & Functions 
Courtesy of AMERICAN HONDA MOTOR CO., INC. 

2. If ABS warning light comes on, 6-pin connector or ABS tester harness is faulty. Turn mode selector to 
"2" position. Press brake pedal. Push START TEST button. ABS warning light should not come on and 
kickback should be felt on brake pedal.  

3. If ABS warning light comes on or kickback is not felt, see ANTI-LOCK (ABS) WARNING LIGHT 
under TROUBLE SHOOTING. Place mode selector in "3", "4" and then "5" positions. Repeat step 2) for 
each test mode. Results should be same as in test mode "2". If results are not same as in test mode "2", see 
ANTI-LOCK (ABS) WARNING LIGHT under TROUBLE SHOOTING.  

4. Breakdown of each test mode is as follows: 

Mode 0 
Not used on this model. 

Mode 1 
Sends simulated driving signal of each wheel to control unit to check self-diagnostic circuit. No 
kickback should be felt in brake pedal. 

Mode 2 
Sends driving signal of each wheel, and then sends lock signal of left rear wheel to control unit. A 
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kickback should be felt in brake pedal. 

Mode 3 
Sends driving signal of each wheel, and then sends lock signal of right rear wheel to control unit. A 
kickback should be felt in brake pedal. 

Mode 4 
Sends driving signal of each wheel, and then sends lock signal of left front wheel to control unit. A 
kickback should be felt in brake pedal. 

Mode 5 
Sends driving signal of each wheel, and then sends lock signal of right front wheel to control unit. 
A kickback should be felt in brake pedal. 

Mode 6 
Not used on this model.  

5. If brake pedal does not kickback in Modes 2-5 as indicated and ABS indicator light does not come on, 
repeat function test several times. If test results remain the same, check for pressure switch stuck on, 
clogged or stuck solenoid outlet valve or modulator wire harness connectors improperly connected.  

RELAY TEST 

Check continuity between relay terminals "C" and "D". Continuity should exist. Check continuity between relay 
terminals "A" and "B". See Fig. 4 . Continuity should not exist. Apply battery voltage across terminals "C" and 
"D". Continuity should exist between terminals "A" and "B". If continuity is not as indicated, replace relay.
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Fig. 4: Identifying Relay Terminals 
Courtesy of AMERICAN HONDA MOTOR CO., INC. 

SELF-DIAGNOSTICS 

RETRIEVING DIAGNOSTIC TROUBLE CODES 

1. Turn ignition on (without engine running). Ensure ABS warning light comes on. Start engine, and 
observe ABS warning light. If warning light goes out, no trouble codes exist.  

2. If ABS warning light stays on, turn ignition off. Locate 2-pin test connector behind glove box. Install 
SCS service connector (07PAZ-0010100) on 2-pin connector. See Fig. 5 . 
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Fig. 5: Locating Service Check Connector (2-Pin) 
Courtesy of AMERICAN HONDA MOTOR CO., INC. 

3. Turn ignition on (without engine running). Record blinking ABS warning light sequence. See Fig. 6 , Fig. 
8 and Fig. 9 . After ignition is turned on, ABS warning light will turn on for 2 seconds, then pause for 2 
seconds before blinking first DTC. First code number indicates main code and second code number 
indicates sub code. Three DTCs can be set at once. To recheck sequence, turn ignition off for a few 
seconds, and then turn it on again. After DTCs have been retrieved, conduct appropriate test procedures 
outlined in flow charts. See ABS SELF-DIAGNOSTIC FLOW CHARTS .  
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Fig. 6: Identifying Diagnostic Trouble Codes (DTCs) 
Courtesy of AMERICAN HONDA MOTOR CO., INC.
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Fig. 7: Self-Diagnostics & DTC Diagnosis Chart (1 Of 2) 
Courtesy of AMERICAN HONDA MOTOR CO., INC.
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Fig. 8: Self-Diagnostics & DTC Diagnosis Chart (2 Of 2) 
Courtesy of AMERICAN HONDA MOTOR CO., INC. 

CLEARING DTCS 

With ignition off, remove ABS fuse No. B2 (15-amp) for at least 3 seconds. Install fuse, and turn ignition on. 
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Observe ABS warning light. DTCs are cleared if ABS warning light goes out after engine is started.

DIAGNOSTIC TROUBLE CODES (DTCS) 

DIAGNOSTIC TROUBLE CODES (DTCS) 
DTC (1) System Affected
1, 1-2, 1-3, 1-4, 1-8 Hydraulically Controlled Components
2-1 Parking Brake Switch
3-1, 3-2, 3-4, 3-8 Pulser(s)
3-12 Different Tire Diameter
4-1, 4-2, 4-4, 4-8 Front & Rear Speed Sensor(s)
5, 5-4, 5-8 Rear Wheel Lock
6, 6-1, 6-4 Front & Rear Fail-Safe Relay(s)
7-1, 7-2, 7-4 Front & Rear Solenoid(s)
8-1, 8-2, 8-4 ABS Function/Control Unit
(1) For probable cause, see Fig. 7 and Fig. 8 .
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