
  

REMOVAL AND INSTALLATION 

Instrument Cluster 

  

Removal 

1. Disconnect the battery ground cable (14301). 

 

2. Remove the center instrument panel finish panel. 
1. Remove the rear wiper/washer switch knob. 
2. Remove the screws. 
3. Remove the center instrument panel finish panel. 

 

3. Remove the parking brake release handle. 
1. Remove the screws. 
2. Remove the parking brake release handle. 

 

4. Remove the hood latch release handle. 
1. Remove the screws. 
2. Remove the hood latch release handle. 

 

5. Remove the instrument panel steering column cover (044F08). 
1. Remove the screws. 
2. Remove the instrument panel steering column cover. 

 

6. Remove the instrument panel steering column opening cover reinforcement (04502). 
1. Remove the screws. 
2. Remove the instrument panel steering column opening cover reinforcement. 
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7. Disconnect the transmission range indicator from the steering column. 
1. Remove the bolt. 
2. Disconnect the cable. 

 

8. Remove the instrument cluster finish panel. 
1. Remove the screws. 
2. Remove the instrument cluster finish panel. 

 

9. NOTE: Illustration shows steering column removed for clarity. 

Remove the instrument cluster. 
1. Remove the transmission range indicator screws, and transmission range indicator (automatic transmission only). 
2. Remove the four instrument cluster screws and pull the cluster rearward to disconnect the three electrical connectors on the back. 

 

  

Installation 

1. NOTE: When the battery is disconnected and reconnected, some abnormal drive symptoms may occur while the vehicle relearns its adaptive strategy. The vehicle may need to be 
driven 16 km (10 mi) or more to relearn the strategy. 

To install, reverse the removal procedure. 

  
  

Bulbs, Illumination and/or Indicator 

  

Removal 

 WARNING: ILLUMINATION BULBS ARE PRESSURIZED AND MAY SHATTER IF IMPROPERLY HANDLED. WEAR EYE PROTECTION WHEN REPLACING ILLUMINATION 
BULBS. 

1. Remove the instrument cluster; refer to the procedure in this section. 

2. Remove illumination sockets and bulbs and remove the bulb. 
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3. Remove indicator sockets and bulbs and remove the bulb. 

 

  

Installation 

1. NOTE: When the battery (10655) is disconnected and reconnected, some abnormal drive symptoms may occur while the vehicle relearns its adaptive strategy. The vehicle may need 
to be driven 16 km (10 mi) or more to relearn the strategy. 

To install, reverse the removal procedure. 

 

  
  

Instrument Cluster Printed Circuit 

  

Removal 

 WARNING: ILLUMINATION BULBS ARE PRESSURIZED AND MAY SHATTER IF IMPROPERLY HANDLED. WEAR EYE PROTECTION WHEN REPLACING ILLUMINATION 
BULBS. 

 CAUTION: If gauges are being removed from the cluster assembly, do not remove the gauge pointers. Magnetic gauges cannot be recalibrated. 

1. Remove the illumination and/or indicator bulbs; refer to the procedure in this section. 

2. Remove the gauges; refer to the procedure in this section. 

3. NOTE: Do not reuse instrument gauge clips. 

Remove the nineteen instrument gauge clips. 

 

4. Remove the instrument cluster printed circuit. 
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Installation 

1. NOTE: When the battery is disconnected and reconnected, some abnormal drive symptoms may occur while the vehicle relearns its adaptive strategy. The vehicle may need to be 
driven 16 km (10 mi) or more to relearn the strategy. 

To install, reverse the removal procedure. 

 

  
  

Gauge(s) 

  

Removal 

 WARNING: ILLUMINATION BULBS ARE PRESSURIZED AND MAY SHATTER IF IMPROPERLY HANDLED. WEAR EYE PROTECTION WHEN REPLACING ILLUMINATION 
BULBS. 

 CAUTION: If gauges are being removed from the cluster assembly, do not remove the gauge pointers. Magnetic gauges cannot be recalibrated. 

NOTE: Gauges are replaced as assemblies. They are not available individually. 

NOTE: Do not reuse instrument gauge clips. 

1. Remove the instrument cluster; refer to the procedure in this section. 

2. Remove the instrument cluster amplifier. 

 

3. Remove instrument cluster lens and mask assembly. 
1. Remove the seven screws. 
2. Remove the instrument cluster lens. 
3. Remove the instrument cluster mask assembly. 

 

4. Gently remove the gauge block. 
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Installation 

1. NOTE: When the battery is disconnected and reconnected, some abnormal drive symptoms may occur while the vehicle relearns its adaptive strategy. The vehicle may need to be 
driven 16 km (10 mi) or more to relearn the strategy. 

To install, reverse the removal procedure. 
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