
REMOVAL AND INSTALLATION 

Drive Belt Replacement 

To ensure maximum drive belt life and proper component operation, replacement drive belts (8620) must be the same type and size as the original drive belts . When installing a new drive 
belt , ensure that it is properly seated on the pulleys.  

NOTE: Mark the direction of rotation on the drive belt with a marking pen to ensure correct installation if the drive belt is to be reused. Failure to do so may result in drive belt 
noise. 

Drive Belt, A/C Compressor  

  

Removal 

1. Loosen the A/C compressor drive belt idler pulley tensioner bolt. 

2. Loosen the A/C compressor drive belt idler pulley adjustment bolt.  
 

 
 

3. Remove the A/C compressor drive belt from the A/C compressor clutch pulley (2E884) , A/C compressor drive belt idler pulley and the crankshaft pulley (6312) . 

  

Installation 

1. Inspect the pulleys for warping or abnormal wear. Replace any damaged pulley. To replace the A/C compressor clutch pulley , refer to Section 12-03B. To replace crankshaft pulley , 
refer to Section 03-01. 

2. Install the A/C compressor drive belt on the A/C compressor clutch pulley , A/C compressor drive belt idler pulley, and crankshaft pulley . 

3. Adjust the A/C compressor drive belt tension. Refer to the procedure in this section. 

4. Tighten the A/C compressor drive belt idler pulley tensioner bolt securely. 

Drive Belt, Generator 

  

Removal  

1. Raise and support the vehicle. 

2. Remove the RH engine and transmission splash shield (6775) . 

3. Loosen the inner and outer generator-to-generator regulator mounting bracket bolts. 

4. Loosen the generator locking bolt.  
 

 
 

5. Loosen the generator adjustment bolt.  
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6. Remove the generator drive belt from the generator pulley (10344) and crankshaft pulley . 

  

Installation  

1. Inspect the pulleys for warping or abnormal wear. Replace any damaged pulley. To replace the generator pulley , refer to Section 14-02. To replace the crankshaft pulley , refer to 
Section 03-01. 

2. Install the generator drive belt on the generator pulley and the crankshaft pulley . 

3. Adjust the generator drive belt tension. Refer to the procedure in this section. 

4. Tighten the generator locking bolt to 16-20 Nm (12-15 lb-ft). 

5. Tighten the inner and outer generator-to-generator regulator mounting bracket bolts to 22-27 Nm (16-20 lb-ft). 

6. Install the RH engine and transmission splash shield .  

7. Lower the vehicle. 

Drive Belt, Water Pump and Power Steering Pump  

  

Removal  

1. Raise and support the vehicle. 

2. Remove the RH front fender splash shield (16102) . 

3. Loosen the water pump and power steering pump drive belt idler pulley locknut.  
 

 
 

4. Relieve the drive belt tension by turning the water pump and power steering pump drive belt idler pulley adjustment bolt clockwise.  
 

 
 

5. Remove the water pump and power steering pump drive belt from the water pump pulley (8509) , power steering pump pulley (3A733) , and crankshaft pulley .  
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Installation  

1. Inspect the pulleys for warping or abnormal wear. Replace any damaged pulley. To replace the water pump pulley or the crankshaft pulley , refer to Section 03-01. To replace the 
power steering pump pulley , refer to Section 11-02. 

2. Install the water pump and power steering pump drive belt on the water pump pulley , power steering pump pulley , and crankshaft pulley . 

3. Adjust the water pump and power steering pump drive belt tension. Refer to the procedure in this section. 

4. Tighten the water pump and power steering pump drive belt idler pulley locknut to 33-37 Nm (24-28 lb-ft). 

5. Install the RH front fender splash shield .  

6. Lower the vehicle. 
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