
Oil Pan 

 

Removal 

1. Remove the intake manifold. For additional information, refer to Intake Manifold in this section. 

2. Remove the fan shroud and the engine cooling fan. For additional information, refer to Section 303-03. 

3. Remove the retainers and the shield. 

 

4. Remove the nut retaining the transmission filler tube at the rear of the RH cylinder head (6049) and position the tube aside. 

 

5. Detach the wiring harness retainer. 

 

6. Remove the stud bolts. 

SECTION 303-01C: Engine — 6.8L 2000 E-Series Workshop Manual 

IN-VEHICLE REPAIR Procedure revision date: 06/22/1999

Special Tool(s)

Module Lifting Bar 
303-F047 (014-00073) or equivalent

3-Bar Engine Support 
303-F070

Lift Bar Adapter, Modular Engine 
303-F694
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7. Remove the two transmission-to-engine bolts. 

 

8. Assemble the special tools. 

 

9. Install the special tools. 

 

10. Install the special tool and support the engine. 

 

11. Raise and support the vehicle. For additional information, refer to Section 100-02. 

12. Drain the engine oil and remove the oil filter (6714). 

13. NOTE: The RH is shown, the LH is typical. 

Remove the nuts retaining the front engine support insulator (6038) to the front engine support bracket (6028). 
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14. Remove the flywheel inspection plate. 

 

15. Lower the vehicle. 

16. Using the 3-Bar Engine Support, raise the engine to the ideal working height as shown. 

 

17. Raise the vehicle. 

18. Remove the bolts and partially lower the oil pan (6675). 
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19. Remove the two bolts and the nut retaining the oil pump screen cover and tube (6622) and let them drop into the oil pan. 

 

20. Remove the oil pan and oil pan gasket (6710) from the rear of the engine. 

21. Clean the mating surfaces and thoroughly clean the oil pan. 

Installation 

1.  CAUTION: Make sure the O-ring is in place and not damaged. A missing or damaged O-ring can cause foam in the lubrication system, low oil pressure and severe 
engine damage. 

NOTE: Clean and inspect the mating surfaces and install a new O-ring. Lubricate with Ford SAE 5W-30 Super Premium Motor Oil XO-5W30-QSP or equivalent meeting Ford 
specification WSS-M2C153-G. 

Install the oil pump screen cover and tube. 
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2. NOTE: If not secured within 4 minutes, sealant must be removed and the sealing area cleaned with Metal Surface Cleaner F4AZ-19A536-RA or equivalent meeting Ford specification 
WSE-M5B392-A. Allow to dry until there is no sign of wetness, or 4 minutes, whichever is longer. Failure to follow this procedure can cause future oil leakage. 

Apply a bead of silicone where the front cover and the rear crankshaft seal retainer fit to the engine block. 

� Use Silicone Gasket and Sealant F7AZ-19554-EA or equivalent meeting Ford specification WSE-M4G323-A4. 

3. NOTE: Be sure to tighten the bolts in three stages. 

Tighten the bolts in the sequence shown. 

� Stage 1: Tighten to 2 Nm (18 lb-in) 

� Stage 2: Tighten to 20 Nm (15 lb-ft) 

� Stage 3: Tighten an additional 60 degrees 

 

4. Lower the vehicle. 

5. Lower the engine and remove the special tools. 

6. Raise the vehicle. 

7. Tighten the front engine support insulators. 
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8. Install the transmission-to-engine bolts. 

 

9. Install the intake manifold. For additional information, refer to Intake Manifold in this section. 

10. Fill the engine with oil. 

� Use SAE 5W-30 Super Premium Motor Oil XO-5W30-QSP or equivalent meeting Ford specification WSS-M2C153-G. 

11. Fill the cooling system. For additional information, refer to Section 303-03. 
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