Headliner

Special Tool(s)

<table>
<thead>
<tr>
<th>Tool Name</th>
<th>Part Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>Seat Belt Bolt Bit (Used for T-50 Head Bolt)</td>
<td>501-010 (T77L-2100-A)</td>
</tr>
</tbody>
</table>

Removal and Installation

1. **NOTE:** Inspect the shoulder safety belt guide and cover for damage. If the shoulder safety belt guide or cover is damaged or cover does not remain closed, install a new shoulder safety belt guide.

   **NOTE:** Shoulder safety belt guide cover shown removed for clarity.

   From behind the front shoulder safety belt guide cover, release the retaining tab and open the cover.

2. Remove the nut and shoulder safety belt guide.

3. **NOTE:** Remove the upper attachments first, followed by the front lower attachment and the lower rear hook.

   Remove the two C-pillar trim panels.

4. Remove the LH and RH A-pillar assist handles.
   1. Remove the four screw covers and four screws.
   2. Remove the two A-pillar assist handles.

5. **NOTE:** Release the top attachments by pulling inboard first and then upward to release the lower hook.
Remove the two windshield side garnish mouldings.
- If equipped, on the LH windshield side garnish moulding, disconnect the cellular phone hands-free microphone electrical connector.

6. Remove the coat hooks.
   1. Open the access cover.
   2. Insert a screwdriver into the slot and rotate.
   3. Remove the coat hooks.

7. Remove the two front door scuff plates (13208).

8. Remove the two rear door scuff plates (13228).

9. Remove the two B-pillar assist handles.
   1. Remove the four covers (two on each handle).
   2. Remove the four screws (two on each handle).
   3. Remove the two B-pillar assist handles.

10. **NOTE:** Remove the upper attachments first and then the lower attachments.

   Position the two B-pillar trim panels aside.
   - Remove the two front and two rear door weather seals.
11. Position the two sun visors into the side window position and remove the two inside screws.

12. Position the two sun visors into the stored position.

13. Remove the two sun visors and visor arm clips.
   1. Remove the four screws.
   2. Remove the two sun visors and visor arm clips.
      * If equipped, disconnect the sun visor electrical connectors.

14. Remove the rear courtesy lamps.

15. If equipped, remove the second row seat dome lamp assembly.
   1. Remove the lens cover.
   2. Remove the screws.
   3. Remove the second row seat dome lamp assembly.
16. Remove the rear header garnish trim panel.

17. **NOTE:** Inspect the shoulder safety belt guide and cover for damage. If the shoulder safety belt guide or cover is damaged or cover does not remain closed, install a new shoulder safety belt guide.

**NOTE:** Shoulder safety belt guide cover shown removed for clarity.

From behind the front shoulder safety belt guide cover, release the retaining tab and open the cover.

18. Remove the nut and shoulder safety belt guide.

19. **NOTE:** Remove the lower hook attached to the quarter trim panel, followed by the top attachment, and then the lower rear attachment.

Remove the two D-pillar trim panels.
- Remove the liftgate door opening weather seal.

20. If equipped, remove the full overhead console (without roof opening panel).
1. Remove the screw from the inside of the sunglass storage bin.
2. Release the three clips and slide the roof console forward and then down.
3. Disconnect the electrical connectors.
21. If equipped, remove the mini overhead console (with roof opening panel).
   1. Release the four mounting clips by pulling the roof console straight down.
   2. Disconnect the electrical connectors.

22. If equipped, remove the rear auxiliary climate control head assembly.
   1. Slide the assembly forward and then downward.
   2. Disconnect the electrical connectors.

23. If equipped, remove the video display unit. For additional information, refer to Section 415-07.

24. If equipped, remove the roof opening panel motor access cover.

25. If equipped, remove the roof opening panel trim from the headliner.
26. **NOTE:** If equipped, remove the auxiliary A/C duct on the LH C-pillar.

- Remove the headliner.
- Remove the retainers.

27. To install, reverse the removal procedure.