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 CAUTION: The cowl grille panels are secured to the cowl with molded hooks. Prying or pulling straight up on the cowl grille panels will break the hooks. If the hooks are 
damaged or broken, a new cowl grille panel must be installed. 

1. Remove the parts in the order indicated in the following illustration and table. 
 

  

2. To install, reverse the removal procedure. 

Item 2: Pin-Type Fastener Removal Note 

1. Open the hood. 

Item 3: Left Cowl Grille Panel Removal Note 

1.  CAUTION: To avoid breaking the retaining hooks on the cowl grill panel, do not pull up on the rear of the cowl grille panel. 

Release the front edge of the left cowl grille panel. Starting at the center of the vehicle, depress the forward tab and press upward on the front edge of the cowl grille panel to release 
it from the cowl. 

 

2. Continuing out from the center of the vehicle, depress the remaining forward tabs, and release rest of the front edge of the cowl grille panel from the cowl. 

3. Release the four retaining hooks. Starting at the left fender, press down to release the outer retaining hook, then lightly pull up on the front edge of the cowl grille panel. 

SECTION 501-00: Body System — Exterior 2004 F-150 Workshop Manual 

REMOVAL AND INSTALLATION Procedure revision date: 10/15/2003

Item Part Number Description

1 17526/17527 Wiper arm (RH/LH)

2 — Pin-type fastener 
Removal Note

3 02223 Left cowl grille panel 
Removal Note

4 17K605 Windshield washer hose 

5 — Cowl panel grille screw

6 — Pin-type fastener

7 02222 Right cowl grille panel 
Removal Note

8 17K605 Windshield washer hose
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4. Continuing in toward the center of the vehicle, release the remaining hooks. 

Item 7: Right Cowl Grille Panel Removal Note 

NOTE: Remove the left cowl grille panel before attempting to remove the right cowl grille panel. 

1.  CAUTION: To avoid breaking the retaining hooks on the cowl grille panel, do not pull up on the rear of the cowl grille panel. 

Release the front edge of the right cowl grille panel. Starting at the center of the vehicle, depress the forward tab and press upward on the front edge of the cowl grille panel to 
release it from the cowl. 

 

2. Continuing out from the center of the vehicle, depress the remaining forward tabs, and release rest of the front edge of the cowl grille panel from the cowl. 

3. Release the four retaining hooks. Starting at the right fender, press down to release the outer retaining hook, then lightly pull up on the front edge of the cowl grille panel. 

 

4. Continuing in toward the center of the vehicle, release the remaining hooks. 
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