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9. Remove the idler pulley by removing the hex
lock nut. See Figure 7-17.

10. Remove and replace the V-belt. See Figure 7-
18.

11. Upon reassembly of idler pulley, be certain the
hub side of idler goes against the idler bracket.
See Figure 7-19.

12. When sliding the idler pulley on the idler
bracket, be certain the belt is between the pul-
ley and guide pin. See Figure 7-20.

13. Reverse the above steps (paying close atten-
tion to steps 12 and 13) when reassembling
the new belts.

NOTE

Be certain all belts are inside belt guards and
keepers. Also, be sure to reassemble the
safety wire (yellow) at the deck chute.

TRANSMATIC LAWN TRACTORS 600 A.

 The principle of this drive system is basically
the same as discussed earlier in the operation
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of the variable speed pulley. Refer to para-
graph 7-1. This paragraph contains specific
information applicable to the 600 and 700
transmatic lawn tractors only. The layout of the
drive system is somewhat different. On the
previously used system, constant tension was
maintained on the V-belt from the variable
speed pulley to the transaxle pulley through
the movement of the variable speed pulley in
an arc like fashion. In the new system the vari-
able speed pulley pivots back and forth. A
spring loaded idler pulley is positioned
between the variable speed pulley and tran-
saxle pulley to maintain this tension. See Fig-
ure 7-23. See Page 7-12.

1. There may be times when the customer will not
be able to obtain a full speed range. This may
be caused by the brackets occasionally hang-
ing up after substantial use. You will need to
disassemble the variable speed bracket
assembly and the variable speed torque
bracket assembly, take out the nyliner bush-
ings, clean shafts, grease and reinstall. Per-
form a variable speed control adjustment.

2. If a unit in the 600 Series sits crooked, raise
the right front tire approximately 6 inches and
block. Loosen the 4 transaxle bolts which
secure the axles to the side frames. The holes
in the side frames are slotted. After loosening
the bolts the transaxle will shift into position.
Tighten the bolts and remove the block from
under right front tire. This procedure will repo-
sition the transaxle and level the unit.

3. You may see some problems with the steering
arm front axles bending on units with rear bag-
ger and wheel weights. A new steering arm
(part number 16481A) is available. It has also
been determined that wheel weights are not
needed on 600 Series riders with the 063 or
064 rear baggers.

Speed Control Adjustment.

NOTE

When operating the unit initially or after replac-
ing the belts, there will be little difference
between the highest two speeds until after the
belts have gone through a break-in period and
have seated themselves into the pulleys.

1. First, adjust the speed control lever by pushing
the clutch/brake pedal forward until the stop on

the speed control rod is against the running
board rod (or until the stop on the brake rod is
against the frame, if so equipped). Have
another person hold the pedal in this position
as you make the following adjustment. Place
the speed control lever in parking brake posi-
tion. Remove the hair-pin cotter and flat
washer, and adjust the ferrule on the rod so it
is against the back end of the slot. Then
lengthen the rod one more turn. Replace the
flat washer and hairpin cotter. See Figure 7-25.

2. Adjust speed control link as follows:

a. Start the engine.

b. Place the shift lever in neutral position.

c. Place the speed control lever in high
speed position.

d. Release the clutch/brake pedal completely,
then slowly depress the pedal all the way
(to park position). Hold the pedal in this
position.

e. Turn the engine off.

f. After engine stops completely, release the
clutch/brake pedal.

g. Position speed control lever as follows:

(1) 7-speed units—Place speed control
lever in second position.

(2) 6-speed units—Place speed control
lever between first and second posi-
tion (hold in this position).

(3) 5-speed units—Place speed control
lever in first position.

h. Remove the cotter pin and flat washer
which secures the speed control link to the
variable speed torque bracket assembly.

i. Push the clutch/brake pedal backward by
hand as far as it will go using light pres-
sure. Hold it in this position as you thread
the speed control link in or out of the fer-
rule until it lines up with the pin on the vari-
able speed torque bracket assembly.
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j. Secure speed control link to variable
speed torque bracket assembly with flat
washer and pin cotter.

 
Belt removal and replacement. It is not nec-
essary to tip the unit to remove the belts. How-
ever, if tipping the unit is desired, remove the
battery from the unit. To prevent gasoline leak-
age, drain the gasoline, or remove the fuel tank
cap, place a thin piece of plastic over the neck
of the fuel tank and screw on the cap. Be cer-
tain to remove the plastic when finished chang-
ing the belts. Block unit securely. Replace belts
as follows:

WARNING

Disconnect the spark plug wire and ground it
against the engine. Block the wheels of the
unit.

1. Rear drive belt. Remove and replace rear belt
as follows:

a. Place shift lever in neutral position.
Unscrew the shift knob and the speed con-
trol knob (if located on the console).
Remove the two truss head screws which
secure the transmission cover. See Figure
7-21.

b. Lift the transmission cover. Unplug the
safety wire from beneath the transmission
cover. See Figure 7-22. Remove transmis-
sion cover.

c. Push the idler pulley toward the right side
of the unit. Lift the belt over the idler pulley.
See Figure 7-26. See Page 7-16.

d. Remove the belt from the variable speed
pulley.

e. Remove the two bolts which hold the shift
lever bracket to the frame on the left side
of the unit. Swing the bracket toward the
right so the belt can be removed from the
transmission pulley. See Figure 7-26. See
Page 7-16.
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f. Replace belt, and reassemble in reverse
order.

g. Adjust the speed control as instructed in
adjustment section.

2. Front belt drive. Remove and replace front belt
as follows:

a. To remove the front drive belt, first remove
the rear drive belt from the idler pulley and
variable speed pulley.

b. Place the lift lever in the disengaged posi-
tion.

c. Remove the belt keeper pins from the
engine pulley belt guard. Refer to Figure 7-
27.

d. Unhook the deck belt from the engine pul-
ley.

e. Remove the two self-tapping screws on
each side of the frame which hold the
engine pulley belt guard to the frame. See
Figure 7-27. Remove the engine pulley
belt guard by slipping it forward and down.

f. Place the clutch-brake pedal in park posi-
tion.

g. Push forward on the variable speed pulley,
and lift the belt off the engine and remove
the belt from the engine pulley.

h. Release the clutch-brake pedal. Using the
pedal to move the variable speed pulley as
necessary, lift the belt up and off the vari-
able speed pulley.

NOTE

When reassembling, make certain belt is
inside the pins. See Figure 7-28.

i. Reassemble with a new belt, following
instructions in reverse order.

j. Adjust the speed control as instructed in
adjustment section.
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