
Cable and Conduit—Rear, F-150 with Rear Drum Brakes, F-250 with Rear Disc Brakes 

Removal 

1. NOTE: Make sure the parking brake control (2780) is fully released. 

Relieve the tension on the parking brake system. 
1. Pull the front parking brake cable and conduit (2853). 
2. Insert a suitable retainer. 

 

2.  WARNING: The electrical power to the air suspension system must be shut off prior to hoisting, jacking or towing an air suspension vehicle. This can be 
accomplished by turning off the air suspension switch located in the RH kick panel area. Failure to do so can result in unexpected inflation or deflation of the air 
springs, which can result in shifting of the vehicle during these operations. 

Raise and support the vehicle. 

3. Disconnect the front parking brake cable and conduit from the RH parking brake rear cable and conduit (2A635). 

� Pull the RH parking brake rear cable and conduit forward to unclip it from the front parking brake cable and conduit. 

 

4. On F-150, remove the parking brake cable equalizer spring. 

 

5. For the RH parking brake rear cable and conduit compress the retainer and remove it from the parking brake cable equalizer (2A602). 

 

6. For the LH parking brake rear cable and conduit, remove it from the parking brake cable equalizer. 
1. Unhook the cable end from the equalizer bracket. 
2. Compress the retainer and remove the parking brake rear cable and conduit. 
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7. NOTE: This step is only necessary when removing the RH parking brake rear cable and conduit. 

Disconnect the parking brake rear cable and conduit from the axle housing. 
1. Unclip the rear parking brake rear cable and conduit from the clip. 
2. Remove the cable support bracket bolt. 

 

8. For vehicles with drum brakes remove the brake drum (1126); for additional information, refer to Section 206-02. 

9. On F-150, disconnect the parking brake cable from the parking brake lever (2A637). 

 

10. On F-150, remove the parking brake rear cable and conduit. 
1. Compress the retainers. 
2. Remove the parking brake rear cable and conduit. 

 

11. On F-250, remove the parking brake rear cable and conduit. 
1. Compress the retainers. 
2. Remove the parking brake rear cable and conduit. 

 

Installation 

1. Follow the removal procedure in reverse order. 
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