
Intake Manifold—Upper 

Removal 

1. Disconnect the battery ground cable (14301). For additional information, refer to Section 414-01. 

2. Remove the air cleaner assembly and the air cleaner outlet tube (9B659). For additional information, refer to Section 303-12. 

3. Partially drain the engine coolant system. For additional information, refer to Section 303-03. 

4. Disconnect the intake throttle body heater hose. 

 

5. Remove the pin-type retainers and remove the snow shield. 

 

6. Disconnect the accelerator cable (9A758), speed control actuator cable (9A825) and the throttle return spring from the throttle body. 

 

7. Position the accelerator cable bracket aside. 

� Remove the bolts. 

 

8. Disconnect the hoses. 

� Disconnect the vacuum hose. 

� Disconnect the evaporative emissions return tube. 
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9. Disconnect the electrical connectors. 

� Disconnect the idle air control (IAC) (9F715). 

� Disconnect the throttle position (TP) sensor (96989). 

 

10. Remove the upper intake manifold support bracket. 

� Remove the bolts. 

� Remove the nut. 

 

11. Disconnect the positive crankcase ventilation (PCV) tube from the upper intake manifold. 

 

12. Disconnect the exhaust gas recirculation (EGR) tube from the EGR valve. 

� Loosen the nut. 

 

13. Disconnect the vacuum tube from the EGR valve. 
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14. Disconnect the vacuum tube from the upper intake manifold and electronic vacuum regulator (EVR) and disconnect the electrical connector from the EVR. 

 

15. Separate the oxygen sensor connector retainer from the bracket and disconnect the differential pressure feedback EGR vacuum hoses. 

 

16. Disconnect the engine degas hose, differential pressure feedback EGR electrical connector and wire harness retaining clip. 

 

17. Remove the upper intake manifold (9424). 

� Remove the six bolts. 

� Remove the intake manifold. 

 

18. Remove the intake manifold gasket (9H486). 

Installation 

1. Clean all the sealing surfaces. 

2. Position a new intake manifold gasket. 
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3. Position the upper intake manifold. 

 

4. Install the bolts. 

� Tighten the bolts in the sequence shown in two stages. 

� Stage 1: Tighten to 20 Nm (15 lb-ft). 

� Stage 2: Tighten to 25 Nm (18 lb-ft). 

 

5. Connect the engine degas hose, differential pressure feedback EGR electrical connector and position the wire harness retaining clip. 

 

6. Connect the differential pressure feedback EGR vacuum hoses and install the oxygen sensor electrical connector retainer. 

 

7. Connect the electrical connector and vacuum tube to the EVR and the vacuum tube to the intake manifold. 
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8. Connect the vacuum tube to the EGR valve. 

 

9. Connect the EGR tube to the EGR valve. 

 

10. Connect the PCV tube to the upper intake manifold. 

 

11. Install the upper intake manifold support bracket. 

 

12. Connect the IAC and TP sensor electrical connectors. 
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13. Connect the evaporative emissions return tube and the vacuum hose. 

 

14. Position the accelerator cable bracket and install the bolts. 

 

15. Connect the accelerator control cable, speed control cable and the throttle return spring. 

 

16. Install the snow shield. 

 

17. Connect the intake throttle body heater hose. 
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18. Refill the engine coolant system. For additional information, refer to Section 303-03. 

19. Install the air cleaner assembly and the air cleaner outlet tube. For additional information, refer to Section 303-12. 

20. Connect the battery ground cable. 

 

   

   

   

   

   

   

   

   

   

    

Page 7 of 72000 Taurus/Sable Workshop Manual

8/26/2010http://www.fordtechservice.dealerconnection.com/pubs/content/~WSYH/~MUS~LEN/20/...


