
Disassembly

Hatchback:
1. Remove the trim plate screw, then carefully remove

the trim plate.

2. If applicable, remove the regulator handle by pulling
the clip out with a wire hook.

NOTE: When replacing the door speaker, remove the
speaker cover and 3 mounting screws.

(cont'd)

4. Carefully remove the plastic cover.

3. Remove the screw and carefully pry up the armrest
pocket.
Remove the screws and clips (see trim pad remover)
attaching the door panel.
Remove the door panel by pulling it upward and
disconnect the power window harnesses .

NOTE: Remove the panel with as little bending as
possible to avoid creasing or breaking it.
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Doors
Disassembly (cont'd)

5. Remove the 3 screws and disconnect the latch rods,
then remove the inside door handle.

6. Remove the screw, disconnect the rods, then remove
the rod link.

11. Use protective tape around the edge of the door
handle to prevent scratching the paint.

7. Reconnect the window switch to operate the window
regulator.

8. Roll the window up fully.
9. Loosen the joint nut, then disconnect the outside door

handle rod.
NOTE:

Loosen the joint nut while holding the rod (latch
side) with pliers.
To ease reassembly, note the location of the rod
on the joint nut before disconnecting it.

10. Remove the 3 mounting screws, then remove the latch
assembly from the hole in the door.
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12. Remove the 2 mounting bolts, then remove the out-
side door handle.

NOTE: When replacing the lock cylinder, pull out the
retainer clip, take out the lock cylinder, then discon-
nect the lock rod.

13. Lower the window and remove the mounting nuts,
then remove the stopper plates.

NOTE: Scribe a line around the mounting nuts to show
the original adjustment.

14. Remove the door mirror (pages 20-27, 28).
(cont'd)

16. Carefully lower the window until you can see its
mounting nuts, then remove the nuts. Pull the glass
out through the window slot.

15. Remove the 2 mounting bolts, screw and locknut,
then remove the front sash.

NOTE:
Hold the adjusting bolt with a hex wrench when
removing the locknut.
Scribe a line around the locknut to show the original
adjustment.
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Doors
Disassembly (cont'd)

17. Remove the 2 mounting bolts, 2 roller guide nuts and
loosen the 2 motor bolts, then take out the regulator
assembly through the center hole in the door.

NOTE: Scribe a line around the roller guide mounting
nut to show the original adjustment.

18. Remove the mounting nuts and locknuts, then remove
the front and rear glass guides.

NOTE:
Hold the adjusting bolts with a hex wrench when
removing the locknuts.
Scribe a line around the upper mounting nuts to
show the original adjustment.

21. Remove the mounting bolts, then remove the inside
stabilizers from the door panel.

NOTE: Scribe a line around the mounting bolts to
show the original adjustment.

19. First remove the weatherstrip retaining screw and
clips, then pull off the weatherstrip and outer molding
mounting screw.

20. Starting at the rear pry the molding up, detach the
clips, then remove the outer molding.
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