
Brake Shoe Installation

9 N·m (0.9 kg-m. 6.5 Ib-ft)
WHEEL CYLINDER

PARKING BRAKE LEVER
Marked left and right.

UPPER RETURN SPRING

TENSION PIN RETAINER SPRING
Install securely on
tension pin.10 mm BOLT

65 N·m (6.5 kg-m.
47 Ib-ft)

LOWER RETURN
SPRING

ADJUSTER BOLT

SELF-ADJUSTER
LEVER

SELF-ADJUSTER
SPRING

BACKING PLATE
Marked left and right.

BRAKE SHOE
If brake shoes are to be
reused, mark and reassemble
in same position.

BRAKE DRUM

(cont'd)

CLEVIS B

CLEVIS A

WAVE
WASHERU-CLIP

Replace.



Rear Drum Brakes
Brake Shoe Installation (cont'd)

1. Apply brake cylinder grease (P/N: 08733 — B020E)
or equivalent rubber grease to the sliding surface of
the pivot pin, and insert the pin into the brake shoe.

2. Install the parking brake lever and wave washer on
the pivot pin and secure with U-clip.

NOTE: Pinch the U-clip securely to prevent the
pivot pin from coming out of the brake shoe.

PIVOT PIN

WAVE WASHER

PARKING BRAKE
LEVER

3. Connect the parking brake cable to the parking
brake lever.

4. Apply grease on each sliding surface.

Contaminated brake linings reduce
stopping ability. Keep grease or oil off the brake lin-
ings. Wipe any excess grease off the parts.

Apply brake cylinder grease (P/N: 08733 —
B020E) or equivalent rubber grease to the
sliding surfaces as shown.

Sliding surface

Apply Molykote ® 44MA to the brake shoe ends
and opposite edges of the shoes as shown.

Opposite edge of the shoe
Brake shoe ends

5. Clean the threaded portions of clevises A and B.
Coat the threads of the clevises with grease. To
shorten the clevises, turn the adjuster bolt.

6. Hook the adjuster spring to the adjuster lever first,
then to the brake shoe.

7. Install the clevises and upper return spring noting
the installation direction.

NOTE: Be careful not to damage the wheel
cylinder dust covers.

8. Install the lower return spring.

9. Install the tension pins and retaining springs.

UPPER RETURN SPRING CLEVIS B

CLEVIS A

ADJUSTER
BOLT

SELF-ADJUSTER
SPRING

ADJUSTER LEVER

LOWER RETURN SPRING

U-CLIP
Replace.



10. Install the brake drum.

11. If the wheel cylinder has been removed, bleed the
brake system (see page 19-6), and check for leaks
at brake pipe connections; retighten if necessary.

12. Depress the brake pedal several times to set the
self-adjusting brake.

13. Adjust the parking brake (see page 19-5).

Wheel Cylinder
Replacement

CAUTION:
Do not spill brake fluid on the car; it may damage the
paint; if brake fluid does contact the paint, wash it
off immediately with water.
To prevent spills, cover the hose joints with rags or
shop towels.
Make sure no dirt or other foreign matter is allowed
to contaminate the brake fluid.
Do not mix different brands of brake fluid as they
may not be compatible.
Do not reuse the drained fluid. Use only clean DOT 3
or 4 brake fluid.

1. Remove the brake shoes (see page 19-36).

2. Disconnect the brake pipe from the wheel cylinder.

3. Remove the wheel cylinder mounting bolts and the
wheel cylinder from the backing plate.

BACKING PLATE
SEALANT

BLEED SCREW
7 N·m (0.7 kg-m,
5.1 Ib-ft)

10 x 1.0 mm
19 N·m (1.9 kg-m,
14 Ib-ft)

9 N·m (0.9 kg-m, 6.5 Ib-ft)

4. Apply sealant between the wheel cylinder and
backing plate and install the wheel cylinder.

5. Install the brake shoes (see page 19-37).

WHEEL CYLINDER
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