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Manual abstract:

Children should be supervised to ensure that they do not play with the appliance. · In the event of failure or malfunction, unplug the appliance from the mains
and do not tamper with it in any way. If it requires repair, contact an authorised service centre only and ask for original spare parts to be used. Failure to

respect the above could reduce the safety of the appliance. · This appliance may be installed above a conventional built oven provided it is fitted with a
cooling blower on the top side. The nominal power of the oven shall not be more than 3Kw. · Do not rest objects containing liquids, inflammable or corrosive
materials; use the accessories holder to contain coffee accessories (for example coffee measure). Do not rest big objects that may block the movement of the

appliance or unstable objects. · The parts which could come into contact with coffee or milk conform to the provisions of the EEC directive 1935/2004
relating to materials suitable for contact with foodstuffs. 24 BUILDING-IN Please check the minimum measures necessary to the proper installation of the

appliance.
The coffee maker must be installed in a column unit, which must in turn be fixed to the wall. Fasten metal strip using the two screws. 20 450 560 550 . Min
595 850 Minimum distance 527 361 74 368 ventilation passageway 25 455 1 16 2 Lean the runners to the surface of the furniture. Fix the runners with the

screws provided; then completely extract the two runners.
If the coffee maker is installed above a "warmer drawer", use the top of the latter as a reference for the coffee maker runners. In this case, there will be no

support surface. Put the appliance on its housing and fasten it with the screws. 3 1 4 10 appro x. 350 mm Fix the power cord with the special clip, to avoid the
cord entangling when extracting or inserting the appliance.

The appliance must be connected to an earthed power socket. To align correctly the appliance, put the spacers under the bar's support. 26 3 BEFORE FIRST
USE · After removing the packaging, make sure the product is complete and undamaged. If in doubt, do not use the appliance and contact a qualified
professional. · Installation must be carried out by a qualified techncian and in compliance with current regulations. · Packing elements (plastic bags,

polystyrene etc) must not be left within reach of children as they may represent a hazard. · Never install the appliance in environments where the temperature
may reach 0°C or lower (the appliance may be damaged if the water freezes). · Make sure the mains voltage corresponds to the voltage indicated on the
appliance rating plate. Connect the appliance to an efficiently earthed socket with a minimum current rating of 10A only. The manufacturer may not be

considered liable for possible incidents caused by the failure to adequately earth the mains.

· If the power socket does not match the plug on the appliance, have the socket replaced with a suitable type by a qualified professional. · Observance of safety
directives requires that a multi pole switch with a minimum contact gap of 3 mm be used for the installation. · Do not use multiple plug adapters or extension

leads. · The power cable on this appliance must not be replaced by the user as this operation requires the use of special tools. If the cable is damaged or
requires replacing, contact an authorised service centre only to avoid all risks. For the electrical connection use a HO5 VV-F type cable as indicated in the
table below: Conductors 230 V~ + ~ Amount x size 3 x 1.0 mm2 · You should personalise water hardness as soon as possible following the instructions in

paragraph 12.6. · The pull-out runners for securing the coffee maker to the housing are screwed to the bottom of the coffee maker with four screws. · Remove
the fixing screws and fit the runners as indicated in the instructions (paragraph BUILDING-IN); the screws are not required for installing the coffee maker.
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